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Technical Specifications

Model Voltage Power Power
Factor

Lumen
(±5%)

Beam
angle CCT Lifespan CRI Dimmable Dimension

CL59-65-10W AC100-240V 10W ≥0.9 670 90o 3000K 40000h ≥80 No xØ80 47mm  cutout 65-75mm

CL59-65-10W AC100-240V 10W ≥0.9 720 90o 4000K 40000h ≥80 No xØ80 47mm  cutout 65-75mm

CL59-65-10W AC100-240V 10W ≥0.9 725 90o 5000K 40000h ≥80 No xØ80 47mm  cutout 65-75mm

CL59-65-10W AC100-240V 10W ≥0.9 730 90o 5700K 40000h ≥80 No xØ80 47mm  cutout 65-75mm

CL59-65-10W-D AC230V 10W ≥0.9 640 90o 3000K 40000h ≥80 Yes xØ80 47mm  cutout 65-75mm

CL59-65-10W-D AC230V 10W ≥0.9 660 90o 4000K 40000h ≥80 Yes xØ80 47mm  cutout 65-75mm

CL59-65-10W-D AC230V 10W ≥0.9 665 90o 5000K 40000h ≥80 Yes xØ80 47mm  cutout 65-75mm

CL59-65-10W-D AC230V 10W ≥0.9 670 90o 5700K 40000h ≥80 Yes xØ80 47mm  cutout 65-75mm

Driver data Sheet

Driver data DIM Non dim

Input rated Voltage AC230V AC100-240V

Frequency 50Hz 50/60Hz

Input Voltage AC200-240V AC85-265V

Efficiency ≥78% ≥86%

Total load Wattage 10W±1W 10W±1W

Power Factor ≥0.9 ≥0.9

Rated input current ≤0.05A ≤0.12A

Full load output Voltage DC29-33V DC29-33V

Rated output current 250mA 280mA

Output current range 250mA±5% 280mA±5%

Power tolerance ±5% ±5%

Current output tolerance ±5% ±5%

Dimming range 8%-100%

Dimmer Triac dimmers

Short circuit protection PASS PASS

Over voltage protection PASS PASS

Over temperature protection PASS PASS

Withstand voltage AC3750V AC3750V

Fixture Compatibility

Rated 
Wattage

Electrical
Classification

Ingress
Protection 

Operating
Temp

Operating
Humidity

Storage 
Temp

10W Ⅱ IP20/IP44 -20oC~45oC 0~90% -20oC~65oC
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Photometric Diagram

Spectral Distribution
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Cartesian intensity diagram
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Cartesian intensity diagram
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Planar Illuminance Curve
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Planar Illuminance Curve
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Planar Illuminance Curve
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Height     Eavg, Emax     Angle: 93.00deg     Diameter
Note: The Curves indicate the illuminated area and the average 
          illumination when the Luminaire is at different distance.

Flux out: 374.8 lm

9.637, 24.28fc
103.7, 261.3lx
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2.409, 6.069fc
25.93, 65.33lx

1.071, 2.697fc
11.53, 29.03lx

0.6023, 1.517fc
6.484, 16.33lx

0.3855, 0.9711fc
4.149, 10.45lx
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Height     Eavg, Emax     Angle: 88.57deg     Diameter
Note: The Curves indicate the illuminated area and the average 
          illumination when the Luminaire is at different distance.

Flux out: 387.7 lm
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Height     Eavg, Emax     Angle: 88.75deg     Diameter
Note: The Curves indicate the illuminated area and the average 
          illumination when the Luminaire is at different distance.

Flux out: 406.4 lm
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Height     Eavg, Emax     Angle: 88.39deg     Diameter
Note: The Curves indicate the illuminated area and the average 
          illumination when the Luminaire is at different distance.

Flux out: 429.2 lm
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136.6, 328.9lx
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3.173, 7.639fc
34.16, 82.23lx
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16.18, 36.55lx
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3000K

5000K 5700K

4000K

380 500 600 700 800

380 500 600 700 800 380 500 600 700 800

380 500 600 700 800
Wavelength(nm)

Wavelength(nm) Wavelength(nm)

Wavelength(nm)

Max=7276  [1.0=20000]

Max=7165  [1.0=20000] Max=9208  [1.0=20000]

Max=7029  [1.0=20000]
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3.07SDCM F5000K

x=0.3508  y=0.3677

3.50SDCM  F3000K

x=0.4464  y=0.4049

2.12SDCM  F4000K

x=0.3841  y=0.3816

4.91SDCM  F5700K

x=0.3473  y=0.3564
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